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Hygienic aseptic interface

& &

Compact Remote





Widely used in various industry,thanks to wide choice of liner
Every flowmeter up to DN2600,well be wet-calibrated in factory
Wide choice of electrode and lining,for almost every application
Reliable measurement under different working situation



Connection diagram for signal and field current cable

Electrical terminal compartment in signal converter

Signal cable 

Field current cable

Electrical terminal compartment in measuring sensor

Functional ground FE

    DN(mm) Accuracy Curve

flow velocity
deviation from the actual measured value

Medium :water
Temperature:20 centigrade
Pressure: 1 bar/ 0.1MPa
Inlet run:  ≥ 5D



volume flow
volume flow

unit unit
flow speed
empty pipe rate
%
accumulate(+)

accumulate(+)

accumulate(-)

Communication protocol:

Note:
Normaly,BFC-090K offered as circle outlooking 
as compact model. As well,it can be given in 
remote style with a mounting bracket

Electromagnetic Flowmeter



Mounting plate,wall-mounted version

Compact  ≈

Weight

Weight

Dimensions

Dimensions

Dimensions

Compact

Electromagnetic Flowmeter



Current outputs active Current outputs passive

Pulse/frequency outputs passivePulse/frequency outputs active

Current outputs active(HART) Current outputs passive(HART)

Basic Outputs

Electromagnetic Flowmeter



Power Supply

Current output
Ffrequency output

Power dissipation
Polyurethane

or higher
Rubber

Accuracy

Rated Pressure

Medium Temp.

Main technical parameters

Size Pressure Weight

Flange of 

Version and Dimension

    Superhigh pressure flowmeter  is combined by sensor of
BFG-K and converter of BFC090K or BFC090B.This model
is particular application to the industry of oil exploration、
geologic prospecting and oilfied.Well used to measure the 
flow of mud,cement paste ,water injection and other conditions

Superhigh pressure flowmeter

Electromagnetic Flowmeter



Size(mm) Pressure(MPa) Dimension Weight

BFG-J (Remote model) BFG-J (Compact model)

BFG-J flowmeter is a clamping installation type 
flowmeter.The lining can be choosed as PTFE,
PFA and ceramic

Sandwich flange flowmeter

Electromagnetic Flowmeter



Size(mm)Pressure(MPa) Dimension Weight

BFG-W model is a special design for food 
and beverage industry,the all stainsteel housing
and healthy lining is the most suitable for mixing,
ingredients and filling system



        Pt.  
Metal Ceramic

        Pt.  
Metal Ceramic

        Pt.  
Metal Ceramic

SS316L,HC,Ta.
       Ti,  Pt

  S.S.
SS316

  S.S.
SS316

  S.S.
SS316

  S.S.
SS316

  S.S.
SS316

  S.S.
SS316

  S.S.
SS316

  S.S.
SS316

  S.S.
SS316

  S.S.
SS316

C.S. C.S.

 Zirconia 
ceramics

 Zirconia 
ceramics

 Zirconia 
ceramic
  plates

Alumina 
ceramic

Size Lining Electrode
Housing 
material

Flange
material Grounding rings

The minimum conductivity
Non-aqueous water

Material & Application of electrical conductivity

High precision and high stability
The unique measuring tube,high-tech ceramic lining
Metal ceramic  or  Pt electrode
Standard instrument for International Metrology Institue
Well used for corrosive medium and abrasiveness 
Well used under full vacuum condition
Not sensitive to the changes of temperature
Flanged connection or  clamp installation
Converter choice :BFG090K ,BFG090B
Lining changed to ceramic plates for DN≥200mm



Clamp Model(Flangeless)

Size(mm) & Pressure Dimensions Weight

   Compact model
Match with BFC090K

   Compact model
Match with BFC090B

Remote model



Size(mm) & Pressure Dimensions
Weight

Note: The Dimensions of DN350mm~1000mm according to page5

Remote Model

    Compact Model
Match with BFC090B

Dimensions and weight
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size Flow speed

Flux(m3/ h)
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